








EQUIPMENT

Wheels/tyres

Cast aluminium wheels, 5-arm design, Cast aluminium wheels, 16-spoke design,

size 7.5 J x 17 with 225/45 R 17 tyres polished, two-colour, size 7.5 J x 17 with 225/45
(exclusive for Ambition) R 17 tyres

Cast aluminium wheels, 5-arm dynamic design,
dark, gloss finish, size 7.5 J x 17 with 225/45 R 17
tyres

Audi exclusive cast aluminium wheels,
5-spoke design,

size 7.5 J x 17 with 225/45 R 17 tyres.
From quattro GmbH

Cast aluminium wheels, 10-spoke design,

Audi exclusive cast aluminium wheels,
size 7.5 J x 17 with 225/45 R 17 tyres

10-spoke design,
size 7.5 J x 17 with 225/45 R 17 tyres.
From quattro GmbH

Audi exclusive cast aluminium wheels,
20-spoke design,

two-piece, size 7.5 J x 18 with 225/40 R 18 tyres.

From quattro GmbH

Audi exclusive cast aluminium wheels,
5-segment spoke design,

size 7.5 J x 18 with 225/40 R 18 tyres.
From quattro GmbH

Audi exclusive cast aluminium wheels,
7-double-spoke design,

size 7.5 J x 18 with 225/40 R 18 tyres.
From quattro GmbH

Please find out from your local Audi partner which equipment is standard and what optional equipment is available in your country.

Inlays
Audi exclusive
Audi exclusive cast aluminium wheels,
7-double-spoke design, titanium look, Pearlescent granite 5MC Micrometallic platinum 7TK
size 7.5 J x 18 with 225/40 R 18 tyres.

Walnut brown 5MG Audi exclusive inlays.

From quattro GmbH

(standard for Attraction) (standard for Ambition)
From quattro GmbH

Steel winter wheels’,
size 6 J x 16 with 205/55 R 16 tyres,
can be fitted with snow chains

Pearlescent umbra 5MC
(standard for Attraction)

Medial Aluminium finish silver 5TD

Vavona wood bernstein 5ME

Cast aluminium winter wheels,
7-spoke design,
size 6.5 J x 16 with 205/55 R 16 tyres



TECHNICAL DATA

4-cylinder in-line petrol engine

1595 (2)
75/5600
148/3800

Front-wheel drive

5-speed manual transmission

Steel wheels
6.5Jx16

205/55 R 16

183
12'5

4-cylinder in-line petrol engine
with direct fuel injection
and exhaust gas turbocharging

1798 (4)
118/4500-6200
250/1500-4500

Front-wheel drive

6-speed manual transmission
[7-speed S tronicl

Steel wheels
6.5Jx16

205/55 R 16

[1455]
[1955]

[750]
[1400]
[1700]

218 [218]
8.2 [8.01

4-cylinder in-line petrol engine
with direct fuel injection
and exhaust gas turbocharging

1984 (4)
147/5100-6000
280/1700-5000

Front-wheel drive

6-speed manual transmission
[6-speed S tronic]

Steel wheels
6.5Jx16

205/55 R 16

[1485]
[1985]

[7501
[1400]
[1700]

236 [236]
7.4 [7.3]

4-cylinder in-line diesel engine
with unit pump direct injection
and exhaust gas turbocharging

1896 (2)
77/4000
250/1900

Front-wheel drive

5-speed manual transmission

Steel wheels
6.5Jx16

205/55 R 16

185
12.2

4-cylinder in-line diesel engine

with common rail injection system

and exhaust gas turbocharging
1968 (4)

103/4200

320/1750-2500

Front-wheel drive

6-speed manual transmission
[6-speed S tronic]

Steel wheels
6.5Jx16

205/55 R 16

[1495]
[1995]

[7501
[1400]
[1700]

205 [205]
€7/ [9.4]

Notes

The figure stated was calculated using the specified
measuring procedure (current version of Directive
80/1269/EEC).

Ambition models have cast aluminium wheels,
size 7.5 J x 17 with 225/45 R 17 tyres.

Weight of car, unladen, with fuel tank filled to 90%
without driver (75 kg), calculated in accordance with
EC Directive 92/21/EEC. Optional equipment may in-
crease the car’s unladen weight and drag coefficient,
whereupon the possible payload limit and the top
speed will be reduced accordingly.

The engine’s power output always goes down with
increasing altitude. At 1,000 m above sea level, and
for every additional 1,000 m, deduct 10% from the
weight of the outfit (trailer load limit + gross weight
of towing vehicle).

A vehicle’s fuel consumption and CO, emissions do
not just depend on how efficiently the vehicle uses
the fuel, but are also influenced by driving behaviour
and other non-technical factors. CO, is the green-
house gas primarily responsible for global warming.

We recommend using Super unleaded (95 RON).
If this is not available, use regular unleaded (91 RON);
power output will be slightly reduced.

The figures stated were calculated using the
specified measuring procedures. The figures do not
refer to one individual vehicle and do not form part
of any offer, but rather should be used purely for
purposes of comparison between the different
vehicle models.

Super unleaded 95 RON® Super unleaded 95 RON® Super unleaded 95 RON® Diesel in accordance with EN 590

Diesel in accordance with EN 590
9.6 9.0 [9.0] 10.0 [9.9] 6.4 6.7 [7.7]

5.5 5.6 [5.4] 5.6 [5.9] 4.3 4.4 [4.4]
7.0 6.8 [6.7] 7.2 [7.4] 5.1 513 [5.6]
228 208 [208] 231 [229] 168 177 [203]
131 130 [126] [137] 114 117 [116]
167 159 [156] [171] 134 139 [148]
EU4 EU5 EU4

Important note

Inspections are due as shown by the service display.

EU5

[ ] Data for S tronic. [ ] Data for S tronic.
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The models and equipment versions
illustrated and described in this
brochure and some services listed are
not available in all countries. Some of
the cars illustrated are equipped with
optional equipment for which an extra
charge is made. Details concerning the
delivery specifications, appearance,
performance, dimensions and weights,
fuel consumption and running costs of
the vehicle were correct to the best of
our knowledge at the time of going to
press. There may be some variations
between the Australian vehicle
specifications and those manufactured
for other markets. Please speak to

your Audi Dealer should you have any
questions. Deviations from the colours
and shapes shown in the illustrations
may occur. No liability is accepted for
errors and printing errors. The right to
introduce modifications is reserved.
Not to be reproduced, including in part,

without the written approval of Audi AG.

Product of Germany

933/1100.57.18



